	Dimensions
	Full load displacement
	14,899 t

	
	Length 
	121.3 m

	
	Breadth
	25.2 m 

	
	Draught
	9.5 m

	
	Top of mast above waterline
	42.2 m

	
	Decks
	12

	
	Hull: Special steel panels of different thicknesses: 
   Ice belt: 47 mm (7 mm wear sacrifice thickness)

   Above the ice belt: 37 mm (7mm wear sacrifice thickness) 
Stem: Triangular, cast steel beam 45 cm each side.
Sternpost: Rectangular , cast steel beam 50 cm each side.
Frames: Double T-beams, 30 mm thick, separated by 80 cm.

	Propulsion
	Diesel-electric

	
	4 engines Sempt Pielstick 8 PC-2.5   18,729 HP               

	
	4 generators    600 VAC  4,000 KVA

	
	2 double propulsion engines 700 VDC  5,975 kW  c/u

	Speed
	Maximum
	17.2 knots

	
	Cruise
	14 knots

	Crew
	135 men

	
	45 passengers and scientific staff 

	Endurance
	60 days

	Transport capacity
	Holds
	1,800 m³

	Radar
	Air/surface search
	Plessey AWS 2

	Navigation
	2 KELVIN HUGHES NUCLEUS 6000A radars – 1 RAYTHEON M34 ARPA radar

	Helicopters
	Flight and hangar deck for two Sea King SH-3D helicopters or similar

	Other means of transport
	2 hydrographic launches, 2 LCVP,1 HARDING launch

	
	Pneumatic boats

	Navigation in continuous ice fields
	Ice thickness
	Up to: 1 m

	Pack-breaking by ramming
	Ice thickness
	Up to:  6 m

	Builders
	Wärtsilä

	Shipyard
	Wärtsilä

	Keel laid
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